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SPRAYMASTER A4000
AIRLESS-AIRCOMBI-INJECTION

AirCombi

Airless

Capable of Handling

Emulsion paints for inside

Acrylic sealer

Latex paints (fine pigmented)
Airless-filler

Impregnation agents

Acrylic paints

Alkyd-resin varnishes

Wood preservatives/impregnation systems
Injection resins / Injection foam

Fibre glass-textured wallpaper

Two component paints (Epoxi and PU)
Varnish (flash point over 21°C)
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Injection

Einsatzbereiche

e Innendispersion (fein pigmentiert)
e Tiefgrundierung

o Latexfarben (fein pigmentiert)

o Airlessfller

e Imprégnierung

e Acryllacke

e Alkydharzlacke

e Holzschutz und Holzimpragnierung
e Injektionsharze / Injektionsschaum
e Glasgewebekleber

e 2 K Beschichtungen (Epoxi und PU)
e Lacke (Flammpunkt Gber 21°C)



SPRAYMASTER A4000
AIRLESS-AIRCOMBI-INJECTION

Definitive Advantages

light, handy and user friendly

powerful electric motor - big valves -

direct material flow - airless-tips up to .021”
handling all kinds of materials - paintworks -
emulsion paints for inside -

building protective agents - groutings
Airless - Aircombi - Injection

either on frame or on trolley

alternatively in stainless-steel

Additional Accessories

HP-hoses / HD-Schlauche

6 Itr.or 30 Itr. hopper with lid, M36 x 2 mm
suction-system NW13

Airless sprayguns

Airless COMBO guns for mini/maxi-poles
AirCombi-guns

Injection adapters for concrete and wood
HP-hoses, Twin-hoses

Heated hoses

Mini and maxi-poles

Airless reversible tips

AirCombi nozzle-system
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Technical Data electric-motor / E-Motor
technische Daten  overload protection

max. tip size / Max. Dusengrésse
pump capacity / Forderleistung
pump capacity / Forderleistung
noise level acc. to EEC-regulations /
Gerauschpegel nach EG-Normen
weight / Gewicht

Uberzeugende Vorteile

Leicht, handlich, anwenderfreundlich

Starke Motorleistung - grosse Ventile -

direkte Materialfiihrung - bis Disengrosse .021*
Vielseitige Materialverarbeitung - Lackierarbeiten -
Innendispersion -

Bautenschutzmaterialien - Verpresssungen
Airless - AirCombi - Injektion

Wabhlweise auf Stander oder Fahrwagen
Wabhlweise in Normal oder Edelstahlausfiihrung

Zusatzliches Zubehor

Oberbehélter mit Deckel 6 Itr. oder 30 ltr.
Ansaugsysteme NW13

Airless-Pistolen

Airless Combo-Pistole fuir Dlisenverlangerungen
AirCombi-Pistolen

Injektionsvorsatze

HD-Materialschlauche, Tandemschlauche
Heizschlauche

Dusenverlangerungen
Airless-Umkehrdisen

AirCombi Diisensysteme

AirCombi-guns / AirCombi-Pistolen Airless-sprayguns / Airless-Pistolen

230V / 50Hz, 0,75 kW

Motorschutz-Schalter

.021"

4.5 Itr./min. free flow

2,5 ltr./min. at 120 bar

61 dB

61 dB

22 kg (without accessories) / 22 kg (ohne Zubehdr)

subject to change of technical data and information without notice

Distributor and Service

Ihr Fach- und Servicepartner

P-A4000-GB/DE



